
S22-C3000-AF04

Intel® Atom® C3000 Processor

Decenta S22-C3000-AF04 features Intel®  Atom® C3000 Processor, with reliable and stable high performance, flexible 
expansion and other characteristics. It is suitable for network behavior management, firewall, VPN, IDS/IPS and other 
applications.

4 × UDIMM DDR4 memory, 3 × Gen3 Bypass
Support for PCIe encryption card
Support redundant power

Features

Overview

Dimensions

450 44.5

435



Specifications

Front View Rear View

6×LAN

2×USB2.01×SIM 4×SFP+ 1×POWER INPUT

1×CONSOLE 1×POWER BUTTON

CPUSpecification

 

Capacity

Chipset

LAN

USB2.0

M-SATA

I/O

Max Power

Power Requirements
Power

TPM

Net Weight

Color
Physical 

Characteristics

GPIO

SIM

SATA
Storage

RJ45

POE

OS

Watchdog Timer

System

Dimension L*W*H

COM

5G

Chipset

Memory

Function

CPUCPU

DC Jack

Intel® Atom® C3000 processor

4 × UDIMM DDR4（4-64GB）

Soc

6 × LAN + 4 × SFP+, supports extension card

2

60W

12V DC

LTE/5G，M.2-B key-3042/3052

1 × RJ-45 serial port

2 × POE ports

1 × COM (internal）

VGA 1

4

2 × 2.5"SATA HDD/SSD

Black

TPM2.0

About 15kg

Yes

Linux

 450 × 435 × 44.5(mm)

1 × SIM socket (nano） 

C3558/C3758

1 × M.2 SSD

1 × DC IN

Network

BIOS AMI


